




Protégé Elite Suite Touch Screen Keypad 

Sophistication and ease of use for the most discerning industrial, commercial or home installations. A seamless user 
interface to your integrated access control, automation devices and security. The Protégé Elite Suite Touch Screen 
Keypad is the ideal solution to creating an outstanding user experience. Eliminate the need for a myriad of keypads, 
control panels and switches for each part of a system create true integration in any building environment.
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Feature Highlights

•	12V DC power supply Input with low current  
	 technology

•	RS-485 communications to slave devices

•	Communication with the Protégé Elite Suite  
	 Integrated System Controller by Ethernet

•	2 monitored Zone Inputs or 4 with Duplex Zone  
	 operation 

•	1 Programmable Open Collector Output, suitable for  
	 digital or relay control

•	10/100 Ethernet with link/data status indicator 

Mounting Options

With a thickness of only 18mm, the Protégé Elite Suite 
Touch Screen Keypad complements any building  
interior. The keypad can be mounted over a traditional 
flush box mount requiring only 15mm depth inside the 
wall cavity. The unit can be mounted vertically or  
horizontally to match space constraints or designers 
tastes, and the user interface can be customized to suit 
use in either orientation.

Installation Wiring 

Power provided to the Protégé Elite Suite Touch Screen 
Keypad is via a suitable 12V DC power supply. An  
RS-485 interface is available through a breakout  
interface for interconnection of third party automation 
products. Ethernet connection to LAN allows for star 
configuration networks using a suitable Ethernet switch. 

Networking Capabilities 

Connect to your Protégé System or a growing range of 
third party systems, via onboard 10/100 Ethernet,  
RS-485 or RS-232 using the breakout box. These  

options allow users to access multiple third party 
systems from the keypad, and obtain vital information 
from their LAN or the internet. DVR systems with web 
servers can be easily viewed directly from the keypad 
via Ethernet connection.

Apartment Condominium Control

Operating in the Condominium Control mode the  
Protégé Elite Suite Touch Screen Keypad provides a 
complete standalone 4 Zone, 8 User local alarm  
system:  

•	Operates autonomously when communication fails  
	 without the need for a Protégé Elite Suite Integrated  
	 System Controller

•	Locally program Siren, Entry and Exit Delay timers  
	 and configure the operation of up to 8 users with  
	 Arming and Disarming options

•	4 Zones (Zone Duplex) can be used for Delay,  
	 Instant, Follow, Fire, Fire Delay and 24hr Operation

•	Confirms to the UL/ULC Fire Control specifications

•	Configuration and addressing of the Protégé Elite  
	 Suite Touch Screen Keypad is achieved by a simple  
	 easy to follow configuration menu available during  
	 initialization 

•	Communicate with up to 3 Nano Prox Card Reader  
	 or Vario Prox Card Reader and readers via a Nano  
	 Prox Stand Alone Module connected to the slave  
	 RS-485 port for stand alone access control in each  
	 apartment

Graphics and Video Capabilities

Create a unique user experience with a blend of high 
quality graphics and user customizable images. Use 
video animations to draw attention to key features and 
relay information: 

•	Graphics file capability: JPEG, PNG, GIF and BMP  
	 images can be displayed in up to 640x480 resolution

•	Video file capability: MPEG, AVI, and WMV files can be  
	 played in up to 320x240 resolution 

Audio Capabilities

Play high definition audio from WAV, MP3 or WMA files 
to announce events, warn and inform users of alarm or 
other input status
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Protégé Elite Suite Touch Screen Keypad Builder Screenshots

User Customizable Features

Users can store their own pictures and sounds on the 
keypad, to be used on Calendar Events and as a home 
page background, giving a complete sense of individuality 
to the installation. 

Graphical Menu Builder

Build a menu system completely customized for each 
installation. Start from one of the security, automation or 
access templates to get the site up and running  
effortlessly, or produce a totally unique look with access 
to the installations most important features just a touch 
away.
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Standard Configuration
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Protégé Elite Suite Touch Screen Keypad Diagram
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AUTOMATION BUTTON
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Power Operating Voltage
Operating Current

12VDC/24VDC
400mA to 950mA (Max)

Cabling Ethernet
Power and Inputs

Standard Cat5 or Cat6
Alarm 0.5m Cable

Display Hardware Type
Size
Resolution
Color Depth
Illumination
Brightness
Contrast
Viewing Angle
Aspect Ratio

TFT Active Matrix
5.7” diagonal
VGA (640x480 Pixels)
16Bpp, 65k Color
White LED Backlight
400 cd/m2
350:1
x±55˚, y±65˚
4:3

Graphics Capabilities Still Images
Video

BMP, JPEG, ICO and GIF files supported
WMV, MP4, AVI and streaming JPEG video formats supported

Zone (Inputs) Total Zone Inputs 4

PGM (Outputs) Programmable Open Collector Outputs 1 max 100mA

Buttons Home/Panic Key Automatic return to home screen; configurable panic event on 
hold

Touch Panel Resistive ITO membrane 4 wire touch panel Operational life over 200,000 presses

Audio Speaker
Microphone
Format Capability

1.5 Watt 8Ω 28mm Mylar Cone
6mm High Gain Voice Optimized
WAV, MP3 and WMV Codec audio files supported

Memory System RAM
Video RAM
Flash Memory

MicroSD Secure Digital Flash Card

256MB 133MHz SDRAM
8MB Dedicated Graphics Cache
256MB Flash Storage Memory; 1.5GB available for user data  
storage
MicroSD card slot onboard, up to 4GB expandable

Connectivity 10/100 Ethernet

Protégé RS-485 Network Interface
RS-232 Communications Interface

Configurable Network subsystem
DHCP client support
FTP and Web Server capable
Proprietary Encrypted Protocol Supported 
Up to 115200bps Baud Rate
Automation and Audio Visual System protocols upgradable 
via Ethernet or MicroSD Card

Tamper Protection Rear Panel Switch Adjustable Steel Tamper Tab 

Environmental Temperature
Humidity
Storage

12-45˚C
10-90% RH Non Condensing
10-75˚C

Dimensions Height
Width
Length
Weight

22mm
187mm
125mm
370gms

The size of conductor used for the supply of power to the Protégé Elite Suite Touch Screen Keypad should be adequate in size to prevent 
voltage drop at the power terminals of no more than 5% of the rated supply voltage. It is recommended that a standard molded Ethernet 
cable be used for the connection of the Protégé Touch Screen Keypad to the Ethernet network.
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Technical Specifications
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Integrated Control Technology Limited
11 Canaveral Drive, Albany, North Shore City 0632, Auckland, P.O. Box 302-340, North Harbour, Auckland, New Zealand
P +64 9 476 7124, F +64 9 476 7128
support@integratedcontroltechnology.com
www.integratedtechnology.com 
Designers and manufacturers of integrated electronic access control, security and building automation products.

International Compliance Standards:
The Protégé Elite Suite Touch Screen Keypad complies with the following international standards. 
For an installation of the Protégé Elite Suite Touch Screen Keypad to comply with any of the standards all installation procedures and programming  
configuration settings must be made in accordance with the required standard.

Disclaimer: 
Whilst every effort has been made to ensure accuracy in the representation of this product, neither Integrated Control Technology Ltd or any employee 
of the company, shall be liable on any ground whatsoever to any party in respect of decision or actions they may make as a result of using this  
information. In accordance with the Integrated Control Technology policy of enhanced development, design and specifications are subject to change 
without notice.

Designed and manufactured by:
Integrated Control Technology Limited
Protégé® and the Protégé® Logo are registered trademarks of Integrated Control Technology Limited. 
Copyright © Integrated Control Technology Limited 2003-2008. All rights reserved.




